


Specifications

IP Plug and Play (iPnP technology)
* Easy-to-Use, Zero Configuration IP Plug and

Play Internet Access

Rich Networking Functions
- NAT
» Outgoing SMTP Server Redirection
- DNS Redirection
» Various WAN connections
(Static IP/DHCP Client/PPPoE/PPTP)
» DHCP Server
* Transparent HTTP Proxy
* NTP (Network Time Protocol) support

User Authentication and
Accounting

» Supports up to 100 concurrent users
* Web-based Authentication

« Idle-timeout Control

Security and Firewall

« Layer 2 Isolation Security

» SSL Login Page and Administration

» VPN (IPSec/PPTP/L2TP) Pass through
* Pass through IP and MAC Address

» Custom SSL Certificate

» Administration Access Control

Management

* Web-based management tool

» TFTP/HTTP firmware upgrade

« Central scheduled firmware upgrade

Application Diagram
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WEP Encryption

« Backup/Restore Configuration file
« WLAN/LAN devices Management
« Devices Status Monitor

« Session List

« Syslog Messaging System

« Default printer (SP-200E) support

Marketing Cooperation
« Passthrough IP/MAC/URL

« Custom Login Page

« Login Page Redirect

« Advertisement URL link

» Walled garden

« Portal page redirection

Hardware Specifications

Network Specification

« IEE802.3 10BaseT Ethernet

« |[EE802.3u 100BaseTX Fast Ethernet

« IEE802.11g Wireless LAN

Compatibility

« Communicate with Wi-Fi certificated
wireless adapters

Connectors

* 4 LAN Ports and One WAN Port

+ 10/100BaseTX with auto MDI/MDI-X

+ RS-232 port (For debugging and testing

purpose only)

Wireless Operation Range
» Open Space: 100~300m
* Indoors:35~100m

Wireless Data Rate
» Up to 54 Mbps with auto fallback with 802.11b

Encryption
* WEP 64/128, WPA-PSK

Physical Specifications
External Antenna Type
» 2dBi (Max) Dual detachable diversity antenna
with reverse SMA connector
Power Requirement
» External Power Adapter
- Input: 100-240 VAC, 50/60 Hz, 0.35 A
- Output: 5V, 2A
- POE
» Dimensions:212.5 (W) x 138.5 (D) x 52.0 (H) mm
» Weight: 508 g
LED Indicators
* One POWER LED
» One WAN Link/Activity LED
* Four LAN Link/Activity LEDs
* One Sys LED
*» One Blue Wireless Link/Activity LED

Environmental Specifications

Environment Conditions

» Operating Temperature:0°C ~ 50°C

» Storage Temperature:-30°C ~ 60°C

» Humidity: Max. 90% non-condensing
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VPN Pass Through

For more product information, visit us on the web at www.ZyXEL.com
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